
Owner’s Manual
The Apex435B is one of the most versatile compact side-address  
medium diaphragm condenser microphones available.  

The cardioid polar pattern and internal -6dB 100Hz low frequency 
roll-off switch make it the ideal condenser microphone for solo vocal 
or instrument recordings where subtlety and clarity is paramount.  In 
live sound applications, the Apex435B’s cardioid pattern minimizes 

feedback and increases isolation, ensuring it can easily be used as an 
overhead mic for drum kits, on guitar or bass cabinets or anywhere 
superior sound quality and high sound pressure handling is required. 

The Apex435B microphone is made with a heavy-duty aircraft grade 
machined brass body with a durable, scratch resistant anodized finish 
and are sold with a “cat’s cradle” style shock mount.

• Medium Diaphragm Side Address Condenser Microphone

• Cardioid Polar Pattern

• -6dB 100Hz High Pass Filter (Internally Switched)

• Ideal for Studio or Live Sound Applications

• Rugged Compact Machined Brass Chassis

• Shockmount Included

Type
Polar Pattern
Frequency Response
Sensitivity
Impedance
S/N Ratio
Max SPL
Equivalent Noise
Included Accessories
Dimensions
Weight

Wide Diaphragm Condenser
Cardioid
20 - 20000 Hz
14mv/Pa = -40dB (0dB = 1v/Pa) -40dB
<200 Ohms
76dB
(For 1% THD @ 1000Hz)140dB
(IEC 268 - 4 - Aweighted)24dB
IMC-3 Shockmount
6 inches x 1.75 inches (152mm x 45mm) 
13oz / 362 g 

Features

Specifications

• Apex MWS-56dlx 6-inch Studio Pop Filter

• Apex APP2 Phantom Power Supply

Suggested Accessories

435B


